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是德科技 N9310A 射频信号发生器， 9 kHz – 3 GHz

经济又实用，表现更出色Built to Perform, Priced to Compete

Product Fact Sheet

Keysight N9310A RF Signal Generator

1. USB interface in front and back panels for easy operation and data storage
2. 6.5’’ color display and multi-language UI
3. Enlarged control keys
4. Preset state key
5. Knob for fine control
6. RF out (Type-N female)
7.  LF out BNC
8. Compact design (H x W x D): 132.5 x 320 x 400 mm (5.2 x 12.6 x 15.7 in)
9. Option 1HB provides additional protection to the instrument

Keysight N9310A low-cost compact signal generator
Features N9310A RF signal generator Benefit/Value
Performance Frequency range: 9 kHz to 3 GHz Offers analog modulation and an IQ modu-

lator with professional grade performance 
at an affordable price

Level: –127 to +13 dBm, +20 dBm 
settable
Switch time: < 10 mSec
Modulations: AM, FM, ØM, pulse
IQ modulator: 80 MHz BW

Display 6.5 inch TFT color screen with 
640 x 480 resolution

A clear, bright color screen with associ-
ated, easy-to-read soft keys helps users 
quickly set up signal output parameters

User interface Multi-language (up to 11 regions) Users all over the world can easily  
operate this instrument in their native 
language for improved productivity

Connectivity USB ports Easily save data to USB memory stick
Fast and convenient firmware updates
Fast remote control with a PC

Size and 
weight

Small and light weight Convenient for field use
Saves space on a crowded bench
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Model Description
N9310A RF signal generator
Options Description
Option 001 Analog I/Q input capability requires external stimulus
Option 1HB Handle and bumpers (must order with base model)
Option 1CM Rack mount kit
Option 1TC Hard transit case
Option PFR Precision frequency reference

1. 前面板上提供一个 USB 接口， 方便文件读取

2. 6.5 英寸 TFT 彩色显示器，提供中文操作界面

3. 放大的常用按键， 例如频率设置按键和幅度设置按键 
4. 一目了然的系统复位按键

5. 方便的旋钮编辑器

6. 射频输出（N 型接口，50Ω）

7. 自校准信号输出（BNC 接口）

8. 整机结构紧凑：132.5 x 320 x 400 ( 高 x 宽 x 长 )
9. 选件 1HB 可提供额外的防冲击保护胶套和便携提带

是德科技 N9310A 射频信号发生器 – 功能丰富、朴实耐用

服务于消费电子的生产制造

－频率覆盖：9 kHz – 3 GHz

－幅度范围：-127 dBm - +13 dBm, 可设置到 +20 dBm 

－结构紧凑 , 便于在测试机架内安装：标准的 3U 高度 (133 mm)

便于操作人员使用

－多语言显示界面， 支持中文

－设置文件可通过 U 盘保存、读取

－ 6.5 英寸高清晰度彩色显示器， 显示分辨率 640×480

同样适合高校教学实验室使用

－生成丰富的信号种类：除连续波和扫描输出外，还标配了模拟调制输出，包括调幅、调频、调相， 以

及脉冲调制。可自由选择使用内部调制源或外接调制信号

－可扩展到 I/Q 调制信号：选配 40 MHz RF 带宽的 I/Q 调制器， 需利用外部模拟 I/Q 信号输入实现 I/Q 调制

－带 VGA 输出，方便课堂演示仪表的操作过程

型号

N9310A 射频信号发生器，9 kHz – 3 GHz 

选件

N9310A-001 I/Q 调制器（要求外部模拟 I/Q 信号输入）

N9310A-1HB 提把和保护胶套

N9310A-1CM 机架安装组件

N9310A-1TC 硬质运输箱

N9310A-PFR 高稳频率参考 (OCXO) 

订购信息
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Three-Year Warranty
www.keysight.com/find/ThreeYearWarranty
Keysight’s commitment to superior product quality and lower total cost of 
ownership. The only test and measurement company with three-year warranty 
standard on all instruments, worldwide.

Keysight Assurance Plans
www.keysight.com/find/AssurancePlans
Up to five years of protection and no budgetary surprises to ensure your 
instruments are operating to specification so you can rely on accurate 
measurements.

Professional performance
Key specifications Description
Frequency range 9 kHz to 3 GHz
LF output 20 Hz to 80 kHz
Level –127 dBm to +13 dBm (settable to +20 dBm)
Sweep Frequency/amplitude/LF/list
Phase noise < –95 dBc/Hz
Switching time < 10 mSec
Modulations AM, FM, ØM, pulse modulation
IQ modulator 80 MHz BW
Connectivity USB interface for USB memory stick
Display 6.5’’ TFT color screen
Language Multi-language user interface

Application Test case Performance  
requirements

Keysight N9310B  
performance

Receiver test Sensitivity Modulated signal, around 
–110 dBm

AM/FM/ØM,  
–127 to +13 dBm

RSSI/RX level CW, about 1 dB amplitude 
accuracy

1 dB amplitude accuracy

Blocking, spurious 
response

CW/modulated signal, 
higher sensitivity level

Min. –127 dBm

Amplifier test IP3, 1 dB compression CW signal, with high output 
level

+13 dBm, +20 dBm settable 
formost frequencies

Mixer/filter 
test

Inter-mod, insertion loss, 
frequency response

CW signal, with high output 
level

+13 dBm, +20 dBm settable 
formost frequencies

EMC test Spurious elimination CW 9 kHz to 3 GHz CW output
Wireless 
products

Receiver tests Same as receiver test 
above

Same as above

Keysight low-cost RF solution – Built to perform, priced to compete

 N9310A RF signal generator 

 N9320B RF spectrum analyzer

Keysight RF teaching lab suite – Greater flexibility for your lab

N9310A N9320B

N9320B-TR1

5989-9842EN

关键指标 N9310A 射频信号发生器

频率范围 9 kHz – 3 GHz, 分辨率 0.1 Hz

低频输出 20 Hz - 80 kHz

幅度范围 -127 - + 13 dBm, 可设置到 +20 dBm

扫描模式 扫频输出、扫幅输出、以及低频扫频输出

相位噪声 < -95 dBc/Hz

切换时间 < 10 ms

模拟调制（标配） 调幅、调频、调相、脉冲调制

IQ 调制器（选配） 40 MHz 带宽 (RF)

显示屏
6.5 英寸 TFT 彩色显示器，显示分辨率 640×480，多语言操作界面，
可支持中文显示

连接方式 USB 程控接口， 以及 USB 文件读取接口

温度范围 工作：5 – 45 ° C，存储：-20 – 70 ° C

电源、功耗 电源要求 100 – 240 Vac, 50 – 60 Hz; 功耗 65W

尺寸、重量 132.5 x 320 x 400 ( 高 x 宽 x 长 )， 约 9.2 kg

专业的性能

应用 测试案例 对信号源的关键要求 N9310A 的性能

接收机测试

灵敏度测试
幅度为 -110 dBm 左
右的已调信号

支持 AM/FM/ΦM 调制输
出，幅度范围 -127 ~ +13 
dBm

RSSI/ 接收电平测
试

连续波输出，通常要
求 1 dB 幅度精度

1 dB 幅度精度

放大器测试
三阶互调截点和 1 
dB 压缩点 连续波输出，高功率

输出
最高输出幅度可达 +13 
dBm

混频器 / 滤波器测试 插入损耗频率响应

EMC 杂散甄别与排除
较宽频率范围的连续
波输出

9 kHz – 3 GHz 输出频率
范围

3 年保修

是德科技卓越的产品可靠性和广泛的 3 年保修服务完美结合，从另一途径帮助您实现业务目

标: 增强测量信心、降低拥有成本、增强操作方便性。

是德科技保证方案

www.keysight.com/find/AssurancePlans
5 年的周密保护以及持续的巨大预算投入, 可确保您的仪器符合规范要求,精确的测量让您可

以继续高枕无忧。

是德科技经济型射频测量仪表 – 您的品质之选

大多数情况下，在消费类电子产品的研发、制造，以及维护、维修等环节，你都需要一台射频信号源，而

N9310A 正好是你的品质之选。
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了解更多测试资讯

N9310A 射频信号发生器

N9320B 射频频谱分析仪


